
Junction Box and Cable Glands are strongly recommended to use same IP rating, Otherwise the system warranty is void.

Verify the correct line protection sizing and the electrical installations quality to avoid any unexpected LED failure.

Supplied by customer

230Vac Cable by customer

DMX control net 

Max line length 100m 

Max DMX devices 30 

Control room

Supply line 230V 50/60 Hz

Cable protection and

size decided by customer 

according with:

1) Number of devices;

2) Line length;

3) Voltage drop;

IP 68 Junction box IP 68 Junction box

IP68 Cable glands IP68 Cable glands

→  To next Junction Box

230Vac cable

230Vac cable 230Vac cable

DMX  Cable by customer

IP 68 Junction box IP 68 Junction box

IP68 Cable glands IP68 Cable glands

→  To next Junction Box

DMX control cable

DMX control cableDMX control cable

Supplied by customer

On the fitting side are included 2 cable glands
1 x M20  for 230vac  -   1 x M12  for DMX
"On board" Cables are not included

Note:
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 Bruno DMX Control, Class I

Available sizes (mm):

Power consumption (W):

300

304

500

400



L - Brown (Phase)
N - Blue (Neutral)
GND - Green yellow (Ground)

DMX +

SHIELD

DMX +

SHIELD

Brown- DMX512 Positive

Shield

DMX Junction Box (Wiring example)

Supply 230Vac 50/60Hz Junction Box (Wiring example)

DMX -
White- DMX512 Negative

DMX -

→  to fixture

From control room → 

To next Junction Box ←

L
N
GND

L
N
GND

→  to fixture

From control room → 

To next Junction Box ←
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Bruno DMX Control, Class I
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